
C 

2,80 a 5,00%

Mn

0,70 a 3,00%

Si 

1,00 a 3,90% 

Cr

39,00 a 43,00%

Classificações: DIN EN 14700 E UM 10 60 CGP

This electrode is specially indicated for the surface treatment of mill rolls in sugarcane and alcohol plants. Applying 

this material results in a significant increase in production yield, surpassing the associated work losses. The primary 

goal is to optimize production by making the rolls rougher, thus promoting a reduction in moisture and residual 

sucrose percentage.The electrode's effectiveness is notable, evidenced by a significant drop in the residual sucrose 

percentage, from 5% to 2%. This improvement represents substantial savings per ton of crushed cane, thanks to the 

reduction of cane slippage and maximum utilization of the bagasse.This special electrode, with a high chromium 

content, is particularly recommended for coating the grooves of mill rolls. Its application can occur while the rolls 

are in operation, providing greater savings and efficiency without the need to stop for material application. This 

process can be performed up to 30% of the roll's wear.During application, the electrode deposits chromium in 

metallic globules on the grooves, giving them a rough and highly textured surface. This feature, combined with the 

addition of chromium carbides, provides high resistance to abrasion, corrosion, and impact generated by the

sugarcane milling process. Additionally, the electrode is notable for maintaining its coating properties even at 

low amperages.

ESSEN 840

PA
1G

Plana

55 a 62 HRC

CC+

3,25 350 100 a 140 15,00

4,00 450 140 a 180 20,00

5,00 450 170 a 210 20,00

6,00 450 200 a 250 20,00

7,00 450 250 a 300 20,00

PF
3G

Vertical

CHROMIUM CARBIDE 

COATED ELECTRODE  

CUSTOMER SERVICE POLICY

The above information is for reference purposes only, it should not be considered as a guarantee or certificate. Many 

variables can influence the results of a welding operation. Uniweld Industria de Eletrodos LTDA is not responsible for 

any incorrect application of the product, We recommend that, if you have any questions, you contact our Technical 

Assistance department to get adequate support.

ALLOY TYPE:

MECHANICAL PROPERTIES:

HARDNESS

WELDING CURRENT:

PRODUCT CHARACTERISTICS:

DIAMETER (mm): LENGTH (mm): AMPERAGE (A): PACKAGING (kg):
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