
Classifications: AWS A5.20:2005 E71T-1C / ASME SFA5.20 E71T-1C

E71T-1C-Rutile Flux-Cored Wire.

Rutile flux-cored wire, designed for single-pass or multi-pass welding, recommended for structural steels, 

low and medium carbon steels, heavy construction, and maintenance workshops. Suitable for industries 

such as Cement, Ceramics, Mining, Steelmaking, Petrochemical, Sugar and Ethanol, among others. This 

wire offers an excellent deposition rate, stable arc for superior bead finish, low spatter, and easy slag removal.

It provides efficiency and performance in operation.
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ESSEN FC 71T1

  490 a 670 MPa (Min.) 390 MPa (Min.)  22 % (Min.)
27J at- 20°C (Min.)

CO2  100%

1,20 22 a 32 150 a 320 15,00

1,60 25 a 35 180 a 450 15,00

PA
1G

PC
2G

PF
3G

PE
4G

CUSTOMER SERVICE POLICY

The above information is for reference purposes only, it should not be considered as a guarantee or certificate. Many 

variables can influence the results of a welding operation. Uniweld Industria de Eletrodos LTDA is not responsible for 

any incorrect application of the product, We recommend that, if you have any questions, you contact our Technical 

Assistance department to 0get adequate support.
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PRODUCT CHARACTERISTICS:

DIAMETER (mm): AMPERAGE (A): PACKAGING (kg):VOLTAGE (V):

MECHANICAL PROPERTIES:*

TENSILE STRENGTH: YIELD STRENGTH: ELONGATION: IMPACT RESISTANCE:

TYPE OF COATING TIG:

ALLOY TYPE:
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