
It is a graphite (carbon) electrode with a copper coating for cutting, chamfering, and gouging, assisted by a jet of 

compressed air and the electric arc from a rectifier machine, characterized by low consumption, efficiency, stable arc 

production, and good electrical conductivity. There are two types of copper-coated round electrodes: with male and 

female fittings and without fittings. With fittings, it eliminates material loss due to the continuity of one electrode fitting 

into another, providing material savings equivalent to 35%. Without fittings, it is a normal standard for graphite electrodes, 

used to cut pieces, defective welds, remove excess weld, remove small and large defects in cast pieces, make holes, remove

cracks, remove bolts, etc. It is used in the Sugar and Alcohol, Petrochemical, Metallurgical, Mining, Steel industries, etc.
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EMBALAGEM:

(PÇS)
50 50 50 50 50 50 50 50 50 50 50

CC+

COMPRESSED AIR PRESSURE: 6 a 8 kg / cm2

OPERATIONAL PROCEDURE:

Adjust the equipment parameters according to the electrode diameter and the airflow rate. Apply the material with a, 
perpendicular motion, removing unwanted parts from the pieces. Use the electrode at an angle of 25° to 45°, at a 
distance of 3 to 5 mm from the piece, facilitating the speed of metal removal.

COATED ELECTRODECUTTING 

AND CHAMFERING

Classifications: SPECIAL PRODUCT

ALLOY TYPE:

CHEMICAL COMPOSITION NOT APPLICABLE

MECHANICAL PROPERTIES:

MECHANICAL PROPERTIES NOT APPLICABLE

Flat Horizontal Vertical  Overhead

PRODUCT CHARACTERISTICS:

CUSTOMER SERVICE POLICY

The above information is for reference purposes only, it should not be considered as a guarantee or certificate. Many 

variables can influence the results of a welding operation. Uniweld Industria de Eletrodos LTDA is not responsible for 

any incorrect application of the product, We recommend that, if you have any questions, you contact our Technical 

Assistance department to 0get adequate support.

WELDING CURRENT:
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