
Classifications: AWS A5.5:2014E9018- D1 ASME SFA5.5 E9018-D1

E9018-D1- Electrode with basic coating.

Special low-alloy electrode for welding heat-resistant steel and similar structures, suitable for various industries.
Designed for restoration and protective coating against wear, it features easy slag removal, high metal deposition
efficiency, and excellent impact toughness.
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ESSEN MS 69 B

  550 MPa (Min.)  470 a 550 MPa  24 % (Min.)
27J at- 50°C (Min.)

2,50 350 60 a 100 5,00

3,25 350 110 a 140 5,00

4,00 450 140 a 180 5,00

5,00 450 180 a 220 5,00
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CUSTOMER SERVICE POLICY

The above information is for reference purposes only and should not be considered as a warranty or certificate. Many 
variables can influence the results of a welding operation. Uniweld Industria de Eletrodos LTDA is not responsible for 
any incorrect application of the product. We recommend that if you have any questions, you contact our Technical 
Assistance department for proper support.

PRODUCT CHARACTERISTICS:

DIAMETER (mm): LENGTH (mm): CURRENT (A): PACKAGING (kg):

Flat Horizontal Vertical  Overhead

MECHANICAL PROPERTIES:

TENSILE STRENGTH: YIELD STRENGTH: ELONGATION: IMPACT RESISTANCE:

WELDING CURRENT:

COATING TYPE:

ALLOY TYPE:

COATED ELECTRODE

LOW ALLOY STEEL
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